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深圳市方向电子股份有限公司

ECN NO.NO. DATEDRAWREV.DESCRIPTION
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.

6J31-Q-S-L-8P8C-2A(GO/Y)

GLG-110735

42503-00XXXX

NOTES:
MATERIALS:
 1.HOUSING:LCP WITH 30% GLASS UL94V-0,COLOR 
BLACK（RoHS）.
 2.SHELL: Stainless Steel,T=0.25mm,NICKEL PLATED.
 3.CONTACT: PHOSPHOR BRONZE,T=0.25mm,15u" Au On 
The Contact Area;Matte Sn 120u" On Solder 
Tail.All Over Ni 50u" Min.

 5.Led1: GREEN/ORANGE,（RoHS).

 6.Led2: YELLOW,（RoHS).

ELECTRICAL: 
 1.VOLTAGE RATING :150V MAX.
 2.CURRENT RATING :0.5A MAX.
 3.CONTACT RESISTANCE :50 MILLIOHMS MAX.
 4.INSULATION RESISTANCE :100 MEGOHMS MIN.

MECHANICAL CHARACTERISTICS:
 1.DURABILITY:5000 CYCLES
 2.INSERTION FORCE:2.25Kg MAX. WITH LATCH 
DEPRESSED.
 3.WITHDRAWAL FORCE:4.5Kg MAX. WITH LATCH 
DEPRESSED.

YELLOW

GREEN

LED PIN DEFINE

ORANGE

 ENVIRONMENTAL:
 1. STORAGE: -40°C TO +70°C.
 2. OPERATION: -40°C TO +70°C.

 3. Ressistance To Solder Heat(IR Reflow):260°C(5S)
 4. RoHS COMPLIANT
 5. HALOGEN-FREE PART
※The Dimensions Marked"▲" Symbols Are Stand For Key 
Characteristics.
※MATES WITH MODULAR PLUG CONFORMING TO FCC PART 68,SUBPART F.
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